
150 LBS 1/2"-24" 150 LBS 1/2"-24" 150 LBS 1/2"-24"
300 LBS 1/2"-24" 300 LBS 1/2"-24" 300 LBS 1/2"-24"
400 LBS 1/2"-24" 400 LBS 4"-24" 400 LBS 4"-24"
600 LBS 1/2"-24" 600 LBS 1/2"-24" 600 LBS 1/2"-24"
900 LBS 1/2"-24" 900 LBS 3"-24" 900 LBS 3"-24"
1500 LBS 1/2"-24" 1500 LBS 1/2"-2 1/2" 1500 LBS 1/2"-24"
2500 LBS 1/2"-12" - - 2500 LBS 1/2"-12"

 

150 LBS 1/2"-24" 150 LBS 1/2"-3" 150 LBS 1/2"-24"
300 LBS 1/2"-24" 300 LBS 1/2"-3" 300 LBS 1/2"-24"
400 LBS 4"-24" 600 LBS 1/2"-3" 600 LBS 1/2"-2 1/2"
600 LBS 1/2"-24" 1500 LBS 1/2"-2 1/2" 900 LBS 1/2"-24"
900 LBS 3"-24" - - 1500 LBS 1/2"-2 1/2"
1500 LBS 1/2"-24" - - 2500 LBS 1/2"-2 1/2"
2500 LBS 1/2"-12" - - - -
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Dimensions

Dimensions

Welding neck flange

Pressure LBS

Threaded flangeSocket welding flange
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Lap-joint flange
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